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Abstract—The design, fabrication, and characterization of 0.1
���m AlSb/InAs HEMT’s are reported. These devices have an
In0:4Al0:6As/AlSb composite barrier above the InAs channel and
a p+++ GaSb layer within the AlSb buffer layer. The HEMT’s
exhibit a transconductance of 600 mS/mm and anfffTTT of 120 GHz
at VVV DSDSDS = 0:6 V. An intrinsic fffTTT of 160 GHz is obtained after
the gate bonding pad capacitance is removed from an equivalent
circuit. The present HEMT’s have a noise figure of 1 dB with 14
dB associated gain at 4 GHz andVVV DSDSDS = 0:4 V. Noise equivalent
circuit simulation indicates that this noise figure is primarily
limited by gate leakage current and that a noise figure of 0.3 dB
at 4 GHz is achievable with expected technological improvements.
HEMT’s with a 0.5 �m gate length on the same wafer exhibit a
transconductance of 1 S/mm and an intrinsicfTLgfTLgfTLg product of
50 GHz-���m.

Index Terms—InAs, MODFET’s, quantum wells, semiconduc-
tor device fabrication, semiconductor device noise.

I. INTRODUCTION

T HE material properties which have the greatest impact
on the high-speed performance of HEMT’s are the sheet

charge density in the 2-DEG and the effective electron velocity
in the channel. In recent years this has led to the increased use
of In Ga As channel HEMT’s with higher and higher mole
fractions of In. Increasing the In concentration results in higher
electron mobility and velocity in the channel and a larger
conduction-band offset which leads to a higher sheet charge
density. In Ga As channel HEMT’s with an In content of
over 50% are typically grown on an InP substrate rather than
a GaAs substrate due to the better lattice match with InP.
Compared to GaAs-based HEMT’s, InP-based HEMT’s have
clear millimeter-wave performance advantages and currently
hold the records in frequency response and noise figure for any
three-terminal semiconductor device [1]–[3]. However, InP-
based pseudomorphic HEMT channel designs with substan-
tially higher In content than the In Ga As lattice-matched
composition have increased restrictions on layer thickness
due to lattice mismatch. Therefore, the improvement in the
channel transport properties in these devices has been limited
by deleterious lattice strain effects and interface scattering.

In this work, HEMT’s which have only InAs as
the channel material have been investigated using the
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TABLE I
FET CHANNEL MATERIAL PROPERTIES

Al Ga Sb As /InAs material system, where the lattice
constant is near 6.1̊A. These HEMT’s have potential for low-
voltage, high-speed applications due to better InAs properties
and the larger conduction band offset at the AlSb/InAs
heterojunction. Since these devices were first proposed [4],
considerable progress has been reported for gate lengths of
0.5 m or longer [5]–[9]. However, further development is
required to realize the full potential of this material system. In
this paper, three key design issues are addressed, namely the
reduction of the gate leakage current, the elimination of the
kink effect, and the formation of recessed 0.1m gates. The
dc, small-signal, and microwave noise characteristics of 0.1

m HEMT’s which have improved low- voltage, high-speed
performance are presented.

II. M ATERIAL PROPERTIES ANDGROWTH

Typical values of the key material properties for InP, GaAs,
In Ga As, and InAs are listed in Table I. With the smaller
electron effective mass of InAs, higher electron mobilities are
attained. Furthermore, due to the large-L valley separation,
InAs has the advantage of a higher electron peak velocity
compared to the other listed semiconductors [10]. Compared
to In Ga As channel HEMT’s, the considerably larger
conduction band discontinuity (1.35 eV) of the AlSb/InAs
heterojunction enables the formation of a deeper quantum well
with the associated benefits of a larger 2-DEG sheet charge
density, superior carrier confinement, and improved modula-
tion efficiency. The AlSb/InAs system has an advantage in
the room-temperature mobility which can be achieved for a
given 2-DEG sheet charge density. A sheet resistance as low
as 40 has been achieved in HEMT material where Te
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Fig. 1. HEMT starting material.

doping was used above and below the InAs quantum well
[11]. In that case, the material exhibited a sheet density of

cm and a mobility of 19 000 cm/V-s. Because of
the above properties, AlSb/InAs HEMT’s have the potential
for high-speed operation, particularly at low drain voltage.
The combination of high sheet-charge density and strong
carrier confinement in the quantum well should also enable
the HEMT’s to exhibit a broad characteristic for highly
linear operation [12]. It should be noted, however, that impact
ionization in the InAs channel is significantly higher than in
the other materials listed in Table I due to its narrow bandgap.
The ionization rate for electrons in InAs is two orders of
magnitude higher than in In Ga As channels. The full
extent to which this affects the performance of InAs-channel
HEMT’s is still under study.

The AlSb/InAs HEMT material for the devices discussed
here was grown by solid-source molecular beam epitaxy on a
semi-insulating (100) GaAs substrate. A cross section of the
starting material is shown in Fig. 1. A 0.5m buffer layer of
GaAs was grown first at 580C, followed by 0.1 m of AlSb
at 570 C and 2.3 m of AlSb at 535 C. The temperature was
then reduced to 500C and the other layers shown in the figure
were grown. All of these are undoped except the pGaSb
layer which is doped with Si. The 2.4m AlSb buffer layer
was used to accommodate the 7% lattice mismatch between the
HEMT material and the GaAs substrate. Modulation doping of
the InAs quantum well was realized with an As soak technique
which was performed between the growth of the AlSb and
InAlAs barrier layers [13]. In this case, a monolayer of Al was
deposited, and the Al-rich surface was soaked in an As beam
for 10 s. The sheet carrier density and mobility of the resulting
starting material, determined by Hall measurements at 300 K,
were cm and 16 600 cm/V-s, respectively.

III. HEMT D ESIGN AND FABRICATION

Two key features of the HEMT design are the use of the
In Al As/AlSb composite barrier above the InAs quantum
well and the 200Å p GaSb layer located within the AlSb
buffer layer [14]. The addition of the InAlAs layer has been
found to enhance the insulating property of the barrier and
enable a gate recess process to be employed. The pGaSb
layer in the buffer is intended to drain a portion of the impact-
ionization-generated holes back to the source contact rather
than having them remain in the AlSb buffer layer where they

Fig. 2. Calculated band structure.

are likely to cause deleterious trapping effects [15] or be
collected at the gate contact and thereby increase the gate
leakage current.

The band structure of the HEMT material was calculated
using a finite-difference model for the one-dimensional Pois-
son equation. The effects of the two-dimensional density
of states and spatial redistribution of confined carriers were
calculated using the Schroedinger equation for the quantum
well regions. An iterative algorithm was applied to find a self-
consistent solution to the equations. Strain effects were not
included in the calculation and the of the InAlAs/AlSb
heterojunction was estimated to be 350 meV. The resulting
band structure, which shows the presence of the hole barrier
due to the addition of the InAlAs layer, is shown in Fig. 2.

A HEMT process sequence was developed to minimize
the deleterious effects of the rapid oxidation of AlSb when
exposed to air. First, the source and drain ohmic contacts
are defined using PMMA resist and deep-UV lithography.
Pd/Pt/Au (100̊A/200Å/600Å) layers are then deposited by e-
beam evaporation and heat treated at 175C for 3 h using a
hot plate which is located in a glove box containing a H: N
(5 : 95%) ambient [16]. The resulting contacts have a smooth
surface morphology and sharp edge definition.

After the ohmic contact formation, a Cr/Au Schottky-gate
metallization is formed using a tri-level PMMA resist e-beam
lithography and lift-off procedure. A citric-acid-based etch is
performed on the exposed surface prior to gate metal depo-
sition. Finally, device isolation is achieved by wet chemical
etching. The elimination of the mesa-sidewall gate leakage
current is accomplished at this step by preventing the gate
metal from contacting the mesa sidewall with the use of an
air-bridge between the channel and the gate bonding pad. The
air bridge is formed during the hydrofluoric acid/peroxide-
based mesa etch by the undercutting beneath the gate metal in
the exposed regions defined by the mesa photoresist pattern.
The dimensions of the mesa pattern and the gate metal feed
tab extending from the gate stripe to the bonding pad are
designed to minimize the final gate stripe air-bridge span and
simultaneously allow complete removal of the AlSb buffer
layer material in the exposed regions. Small gate anchor pads
are used to facilitate air bridge formation at the ends of the
gate stripe. The air bridges of a 0.2m HEMT, with thin gate
metallization for clarity, are shown in Fig. 3.
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Fig. 3. SEM micrograph of gate air-bridges at mesa edge.LG = 0:2 �m,
LDS = 1:0 �m.

Fig. 4. 0.1�m HEMT drain characteristics.LDS = 2:3 �m, WG = 28

�m, VGS = 0:1 V/step.

IV. DC CHARACTERIZATION

The AlSb/InAs HEMT’s were fabricated with gate lengths
in the range of 0.1–0.5 m. The drain characteristics of a
0.1 m HEMT are shown in Fig. 4. At V, a
transconductance of 600 mS/mm is observed. The HEMT’s of
this gate length exhibit an increase in the output conductance
at a drain voltage near 0.5 V due to the effects of impact
ionization in the channel. The drain characteristics of a HEMT
with a 0.5 m gate length, which was fabricated on the
same wafer, are shown in Fig. 5. The low-field source-drain
resistance of this device is 0.8-mm. This HEMT has a
maximum transconductance of 1 S/mm at V. A
comparison of the two figures indicates that with longer gate
length, the HEMT’s exhibit more saturation in the drain current
apparently due to the larger gate-channel aspect ratio and the
lower electric field strength under the gate which reduces the
effects of impact ionization. The higher drain current density
in the 0.5 m HEMT is primarily due to a smaller source-
drain spacing which results in lower access resistance. Based
on measurements on HEMT’s without the pGaSb layer, the
lack of drain current pinchoff in both HEMT’s is mainly due
to hole current in that layer.

AlSb/InAs HEMT’s are susceptible to high gate leakage
current due to the staggered type-II heterojunction band lineup

Fig. 5. 0.5�m HEMT drain characteristics.LDS = 1:3 �m, WG = 25

�m, VGS = 0:1 V/step.

Fig. 6. Extrinsic current gainjh21j and unilateral gainU versus frequency.

as shown in Fig. 2. Although there is a large electron barrier,
substantial hole transport can occur across the small valence
band barrier between the gate and the channel. The problem
is exacerbated by the increased number of holes which are
present in the channel due to impact ionization [7]. With the
addition of the InAlAs barrier layer and the pGaSb in the
buffer, the gate current was found to be reduced by an order of
magnitude compared to our previous results [12]. When biased
for maximum , a gate leakage current of 3A was measured
for a 0.1 m 28 m gate. In addition to thermally-activated
hole transport in the valence band [17], components of the
gate leakage current may also be caused by other processes
including surface conduction and trap-assisted tunneling via
deep levels which are present in the AlSb [18].

V. MICROWAVE CHARACTERIZATION

The -parameters of the HEMT’s were measured on-wafer
from 1 to 40 GHz. Plots of the short-circuit current gain,

, and Mason’s unilateral gain, , of a 0.1 m HEMT
as a function of frequency are shown in Fig. 6. Based on the
usual 6 dB/octave extrapolation, the device exhibits an
of 120 GHz and an of 80 GHz. The drain voltage of
0.6 V represents the drain bias which maximizes thevalue
without significantly compromising the low-frequency power
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Fig. 7. Small-signal equivalent circuit.LG = 0:1 �m, WG = 150 �m,
VDS = 0:5 V, VGS = �0:5 V.

gain. At higher drain voltages, the power gain at the lower
microwave frequencies diminishes due to impact ionization,
as has been reported earlier [19]. It should also be noted that
at bias conditions below impact ionization, only minimal
and dispersion were observed.

An equivalent circuit of the HEMT at nominal bias, which
was developed by fitting the-parameters to a commonly-used
circuit topology over the measured frequencies, is shown in
Fig. 7. -parameter measurements on gate-less HEMT’s of the
same geometry were utilized to model the external parasitics.
A measured gate metal resistance of 280/mm, obtained using
end-to-end resistance measurements, and the low-field source-
drain resistance were also incorporated. In this circuit, the
parasitic effects of the gate anchor pad capacitance and the p
GaSb layer have been absorbed in the remaining elements. The
resulting equivalent circuit provides a good fit to the measured
S-parameters up to about 20 GHz. Above this frequency some
divergence occurs due to the distributed nature of the 75m
gate stripes and p layer, as well as the added complexity
of the gate anchor pads. These latter effects were examined
with a more complex equivalent circuit. The element values
of the circuit shown are fairly normal for 0.1m HEMT’s
except that the output admittance is high. There are several
reasons for this. The p layer constitutes a parallel current
path, impact ionization is contributing some parasitic current
flow, and the velocity-field characteristic of InAs may not have
a well-defined peak due to the remote upper valley which
results in limited current saturation.

It is instructive to examine the effects of higher drain
voltages on the equivalent circuit. As mentioned earlier, above
0.6 V the effects of impact ionization become significant.
The most important effects are the increase in both output
admittance and transconductance, consistent with the drain
characteristics at higher drain voltages. In this region the
values of and saturate due to the increased admittance.
The in this regime, particularly at lower frequencies,
shows inductive characteristics related to the dynamics of
impact ionization. This effect can be roughly modeled by
adding a series RL branch across the intrinsic device output.
The inductive behavior under impact ionization in both InAs-
channel and InGaAs-channel HEMT’s has been previously
reported [20]. In more recent work on InGaAs channel devices,
the inductive behavior was modeled by adding an active circuit
in order to examine the effect of impact ionization on both the
rf and noise performance [21].

Fig. 8. IntrinsicfT as a function of gate length.

Fig. 9. Extrinsic current gain cutoff frequencyfT versus drain voltage.
LG = 0:1 �m.

In order to examine the intrinsic device characteristics, the
bonding pad capacitance of the gate was removed from the
equivalent circuit. The results indicated an intrinsicof 160
GHz at V. The removal of the p GaSb layer from
the complex equivalent circuit mentioned earlier increased the

to 90 GHz. Equivalent circuits were also developed
for HEMT’s with larger gate lengths. The intrinsic as a
function of gate length is plotted in Fig. 8. As shown, the 0.5

m HEMT’s have an intrinsic product of 50 GHz-m,
which is equal to the highest previously reported for any FET
in this gate length region. The highest observed was 110
GHz which was measured on a 0.4m gate length HEMT
that had an output conductance of 100 mS/mm, a microwave
voltage gain of 7, and a / ratio of 2.

The potential for low voltage operation is shown in Fig. 9,
which shows the measured as a function of drain voltage for
the 0.1 m HEMT described earlier. The maximum occurs
at a drain voltage of 0.6 V. At a drain voltage of 0.2 V, an

of 72 GHz is obtained. Additional measurements on more
recent 0.1 m HEMT’s, with lower access resistance, indicated
an extrinsic of 100 and 130 GHz at a drain voltage of 0.2
and 0.3 V, respectively.

VI. M ICROWAVE NOISE MEASUREMENTS

The first measurements of the microwave noise performance
of AlSb/InAs HEMT’s were reported earlier [22] and for
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Fig. 10. Fmin and Ga as a function of frequency.VGS = �0:4 V,
LG = 0:1 �m, WG = 150 �m.

completeness are included here. The minimum noise figure,
, and the associated gain, , for a 0.1 m device

are shown as a function of frequency in Fig. 10. These
measurements were made on-wafer with mechanical tuners.
The input circuit loss was determined by measuring the
available gain of the tuner/bias-tee combination with a network
analyzer [23]. The value of applied to get the performance
shown was adjusted from 0.35 V at 2 GHz to 0.55 V at 18
GHz. was picked for the best value of and remained
constant over the frequency range.

Since these devices were not designed specifically for low-
noise performance, considerable improvements are expected
in a more optimal design involving a higher sheet charge
density, more suitable horizontal dimensions including shorter
gate stripes, smaller bonding pads, and a better barrier layer
design resulting in lower gate current. In order to quantify
potential improvements from these changes, a noise equivalent
circuit was developed. This circuit consists essentially of
the circuit shown in Fig. 7 in which the intrinsic van der
Ziel partially-correlated channel and gate noise sources as
well as the extrinsic noise generators due to the device
resistances have been inserted. An additional noise generator
was added at the input to approximate the effect of the
shot noise produced by the gate leakage current [24]. The
resulting circuit provides a good fit to the measured noise
figure both with optimum generator impedance and with a
50 generator. Adjustments were then made in the equivalent
circuit consistent with expected technological improvements.
The gate leakage current was reduced from the present 20A
to 1 A for the 150 m device. The other improvements
involve the lowering of the gate and access resistances through
adjustments in the horizontal geometry and 2-DEG sheet
carrier concentration. With these changes, a noise figure of
0.3 dB at 4 GHz and 0.6 dB at 10 GHz can be expected
at a drain voltage of 0.5 V. Furthermore, with anticipated
improvements in , these values can be carried up to higher
frequencies than in the present devices.

Most of the noise measurements performed in this study
were carried out below or near the onset of impact ionization.
To gain additional insight into the performance of these

devices, the effect of impact ionization still needs to be
examined. Based on these initial measurements, however, it
appears that the AlSb/InAs HEMT has considerable potential
for low-voltage, low-noise operation.

VII. D ISCUSSION

Most AlSb/InAs-based HEMT’s previously reported dis-
played an anomalous increase in the dc output conductance as
the drain voltage was increased. This “kink-effect” phenome-
non caused degraded performance at nominal bias values and
precluded the use of the devices at the electric fields required
to optimize the performance. Based on measurements made
on a variety of different HEMT designs at our laboratory
and elsewhere [8], [25], we believe that this kink was caused
by the trapping of holes generated by impact ionization in
the channel. The specific characteristics of the kink as a
function of bias depend on the number and location of holes
generated, the number and location of available trap sites,
and the hole trapping and emission dynamics. The presence
of the additional positive charge associated with the trapped
holes reduces carrier depletion and results in an increase in
the drain current. HEMT’s which suffer from a large kink
effect commonly have poor drain current saturation, strong

compression near , and a large threshold voltage
shift with increasing drain voltage.

Despite the high field present under the gate, the drain
characteristics of the present 0.1m HEMT’s do not display
the charge control problems associated with the kink which
have been previously observed in our HEMT’s with gate
lengths at or below 0.2 m [19], [25]. In addition to the
previous work which attributed the kink to hole trapping in the
buffer layer, our study of the present InAlAs/AlSb composite
barrier HEMT’s indicates that the kink can also be caused
by hole trapping at or near the gate metal-semiconductor
interface. These results are consistent with low-frequency
output dispersion measurements in the area of the kink which
were made as a function of bias and temperature [25]. In
that study, it was found that the kink is associated with a
dispersion mechanism which contains a broad distribution of
time constants typical for interface states. Measurements on
devices with and without a gate recess have shown that hole
trapping in this region can be reduced through the use of a
proper gate recess etch. It should be noted that control samples
grown without the InAlAs/AlSb composite barrier display a
prominent kink in the drain characteristics.

Optimization of the present growth process will lead to
higher sheet charge densities and channel mobilities. However,
as has been pointed out above, there are some fundamental
HEMT design issues which must be addressed before the
intrinsic material properties can be fully exploited. To realize
the performance potential, improvements in the device design
are required to reduce gate leakage current, reduce output
admittance, minimize trapping effects, and more effectively
manage the holes generated by impact ionization. Reductions
in the leakage current may be achieved through optimization
of the InAlAs/AlSb thickness ratio, the addition of As to the
AlSb layer [6], [8], the use of a dual-gate design [26], [27],
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and the use of material combinations with alloys composed
of InAlAsSb [28], AlGaAsSb [9], InPSb [29], or AlPSb. The
use of low-temperature growth techniques may also be used
to enhance the insulating properties of the barrier and buffer
layers. Optimization of the gate-recess process and cap layer
design are needed to tailor the electric field profile in the gate-
drain region. Finally, additional study is needed to understand
the effects of the reduced intervalley transfer in the InAs
channel and to determine to what extent the output admittance
can be reduced using advanced designs which reduce short
channel effects and impact ionization in the channel.

VIII. C ONCLUSION

The fabrication and characterization of 0.1m AlSb/InAs
HEMT’s with a composite InAlAs/AlSb barrier layer above
the InAs quantum well and a p GaSb layer within the
AlSb buffer layer have been presented. The devices exhibit
a transconductance of 600 mS/mm and anof 120 GHz
at V. An intrinsic of 160 GHz is obtained
after removal of the gate bonding pad capacitance from
the equivalent circuit. 0.5 m HEMT’s on the same wafer
exhibit a transconductance of 1 S/mm and an intrinsic
product of 50 GHz-m. At 4 GHz, the 0.1 m HEMT’s
have a minimum noise figure of 1 dB with 14 dB associated
gain at V. Noise equivalent circuit simulation
has indicated that noise figures of 0.3 dB at 4 GHz and
0.6 dB at 10 GHz can be expected through technological
improvements. Due to the unique material properties of this
heterojunction system, continued improvements in the material
growth, design, and fabrication of AlSb/InAs-based HEMT’s
will make them attractive candidates in future applications
where high speed and low noise at very low bias voltage will
be required.

ACKNOWLEDGMENT

The authors thank S. C. Binari, R. Magno, C. R. K.
Marrian, B. V. Shanabrook, R. J. Wagner, and M. J. Yang
for valuable discussions, and C. Rauscher for the use of the
noise measurement equipment.

REFERENCES

[1] K. H. G. Duh, P. C. Chao, S. M. J. Liu, P. Ho, M. Y. Kao, and J.
M. Ballingall, “A super low-noise 0.1�m T-Gate InAlAs/InGaAs/InP
HEMT,” IEEE Microwave Guided Wave Lett.,vol. 1, pp. 114–116, May
1991.

[2] P. M. Smith, S. J. Liu, M. Y. Kao, P. Ho, S. C. Wang, K. H. G. Duh,
S. T. Fu, and P. C. Chao, “W-band high-efficiency InP-based power
HEMT with 600 GHzfmax,” IEEE Microwave Guided Wave Lett.,vol.
5, pp. 230–232, July 1995.

[3] L. D. Nguyen, A. S. Brown, M. A. Thompson, and L. M. Jel-
loian, “50-nm self-aligned-gate pseudomorphic AlInAs/GaInAs high-
electron mobility transistors,”IEEE Trans. Electron Devices,vol. 39,
pp. 2007–2014, Sept. 1992.

[4] G. Tuttle and H. Kroemer, “An AlSb/InAs/AlSb quantum well HFT,”
in 45th Device Res. Conf. Abstr.,June 1987.

[5] K. Yoh, T. Moriuchi, and M. Inoue, “Optimization and characterization
of InAs/(AlGa)Sb heterojunction field-effect transistors,”Jpn. J. Appl.
Phys.,vol. 29, no. 12, pp. L2445–L2448, Dec. 1990.

[6] X. Li, K. F. Longenbach, Y. Wang, and W. I. Wang, “High-breakdown-
voltage AlSbAs/InAs n-channel field-effect transistors,”IEEE Electron
Device Lett.,vol. 13, pp. 192–194, Apr. 1992.

[7] J. B. Boos, W. Kruppa, B. V. Shanabrook, D. Park, J. L. Davis, and
H. B. Dietrich, “Impact ionization in high-output-conductance region
of 0.5 �m AlSb/InAs HEMT’s,” Electron. Lett.,vol. 29, no. 21, pp.
1888–1889, Oct. 1993.

[8] C. R. Bolognesi, E. J. Caine, and H. Kroemer, “Improved charge control
and frequency performance in InAs/AlSb-based heterostructure field-
effect transistors,”IEEE Electron Device Lett.,vol. 15, pp. 16–18, Jan.
1994.

[9] S. Miya, S. Muramatsu, N. Kuze, K. Nagase, T. Iwabuchi, A. Ichii, M.
Ozaki, and I. Shibasaki, “AlGaAsSb buffer/barrier on GaAs substrate
for InAs channel devices with high electron mobility and practical
reliability,” J. Electron. Mater.,vol. 25, no. 3, pp. 415–420, Mar. 1996.

[10] Z. Dobrovolskis, K. Grigoras, and A. Krotkus, “Measurement of the hot-
electron conductivity in semiconductors using ultrafast electric pulses,”
Appl. Phys. A,vol. 48, pp. 245–249, 1989.

[11] C. Nguyen, B. Brar, C. R. Bolognesi, J. J. Pekarik, H. Kroemer, and
J. H. English, “Growth of InAs-AlSb quantum wells having both high
mobilities and high concentrations,”J. Electron. Mater.,vol. 22, no. 2,
pp. 255–258, Feb. 1993.

[12] J. B. Boos, W. Kruppa, D. Park, B. Molnar, and B. R. Bennett,
“AlSb/InAs HEMT’s with high transconductance and negligible kink
effect,” Electron. Lett.,vol. 32, no. 7, pp. 688–689, Mar. 1996.

[13] G. Tuttle, H. Kroemer, and J. H. English, “Effects of interface layer
sequencing on the transport properties of InAs/AlSb quantum wells:
Evidence for antisite donors at the InAs/AlSb interface,”J. Appl. Phys.,
vol. 67, no. 6, pp. 3032–3037, Mar. 1990.

[14] J. B. Boos, W. Kruppa, D. Park, B. R. Bennett, and R. Bass, “DC,
small-signal, and noise characteristics of 0.1�m AlSb/InAs HEMT’s,”
in Proc. Ninth Int. Conf. IPRM,May 1997, pp. 193–196.

[15] B. Brar and H. Kroemer, “Influence of impact ionization on the drain
conductance in InAs-AlSb quantum well heterostructure field-effect
transistors,”IEEE Electron Device Lett.,vol. 16, pp. 548–550, Dec.
1995.

[16] J. B. Boos, W. Kruppa, D. Park, B. Molnar, R. Bass, M. Goldenberg,
B. R. Bennett, and J. Mittereder, “Pd/Pt/Au and AuGe/Ni/Pt/Au ohmic
contacts for AlSb/InAs HEMT’s,” inProc. Eighth Int. Conf. IPRM,Apr.
1996, pp. 354–357.

[17] B. Brar and H. Kroemer, “Hole transport across the (Al, Ga) (As, Sb)
barrier in InAs-(Al, Ga) (As, Sb) heterostructures,”J. Appl. Phys.,vol.
83, no. 2, pp. 894–899, Jan. 1998.

[18] F. C. Wang, W. E. Zhang, C. H. Yang, M. J. Yang, and B. R. Bennett,
“Observation of electrically resettable negative persistent photoconduc-
tivity in InAs/AlSb single quantum wells,”Appl. Phys. Lett.,vol. 69,
no. 10, pp. 1417–1419, Sept. 1996.

[19] J. B. Boos, W. Kruppa, D. Park, B. V. Shanabrook, and B. R.
Bennett, “0.2�m AlSb/InAs HEMT’s with 5V gate breakdown voltage,”
Electron. Lett.,vol. 30, no. 23, pp. 1983–1984, Nov. 1994.

[20] W. Kruppa and J. B. Boos, “RF measurement of impact ionization and
its temperature dependence in AlSb/InAs HEMT’s,” inProc. Sixth Int.
Conf. IPRM,Mar. 1994, pp. 339–342.

[21] R. Reuter, M. Agethen, U. Auer, S. van Waasen, D. Peters, W.
Brockerhoff, and F. J. Tegude, “Investigation and modeling of impact
ionization with regard to the RF- and noise behavior of HFET,”IEEE
MTT-S Dig.,vol. 3, pp. 1317–1320, June 1996.

[22] W. Kruppa, J. B. Boos, D. Park, B. R. Bennett, and R. Bass, “Microwave
noise characteristics of AlSb/InAs HEMT’s,”Electron. Lett.,vol. 33,
no. 12, pp. 1092–1093, June 1997.

[23] E. W. Strid, “Measurement of losses in noise-matching networks,”IEEE
Trans. Microwave Theory Tech.,vol. MTT-29, pp. 247–252, Mar. 1981.

[24] F. Danneville, G. Dambrine, H. Happy, P. Tadyszak, and A. Cappy,
“Influence of the gate leakage current on the noise performance of
MESFET’s and MODFET’s,”Solid-State Electron.,vol. 38, no. 5, pp.
1081–1087, May 1995.

[25] W. Kruppa, J. B. Boos, B. R. Bennett, and M. Goldenberg, “Traps
and the kink effect in AlSb/InAs HEMT’s,” inProc. Eighth Int. Conf.
IPRM, Apr. 1996, pp. 458–461.

[26] C. R. Bolognesi and D. H. Chow, “InAs/AlSb dual-gate HFET’s,”IEEE
Electron Device Lett.,vol. 17, pp. 534–536, Nov. 1996.

[27] J. B. Boos, W. Kruppa, and D. Park, “Reduction of gate current in
AlSb/InAs HEMT’s using a dual-gate design,”Electron. Lett.,vol. 32,
no. 17, pp. 1624–1625, Aug. 1996.

[28] M. Kudo and T. Mishima, “MBE growth of Si-doped InAlAsSb layers
lattice-matched with InAs,”J. Cryst. Growth, vol. 175, pt. 2, pp.
844–848, May 1997.

[29] M. Behet, D. Moulin, A. Mesquida K̈usters, J. Woitok, H. Qian, and K.
Heime, “MOVPE-grown InAs/InP0:69Sb0:31/GaSb-heterostructures for
HFET applications,” inPost Deadline Proc. Seventh Int. Conf. IPRM,
May 1995, pp. 29–30.



BOOS et al.: AlSb/InAs HEMT’S 1875

J. Brad Boos (M’85) received the B.S. degree in
chemistry from the University of Maryland, College
Park, in 1977, and the M.S. degree in electrical en-
gineering from The George Washington University,
Washington, DC, in 1987.

From 1978 to 1980, he was with Commonwealth
Scientific Corporation, performing research on re-
active ion-beam etching and deposition processes.
In 1980, he joined the Naval Research Laboratory,
Washington, DC, where he has been working on
III–V device development. His research efforts have

included the design, fabrication, and characterization of InP JFET’s, InP-based
HEMT’s and JHEMT’s, and AlSb/InAs-based HEMT’s and quantum devices.

Mr. Boos has served on the Technical Program Committee and Steering
Committee of the InP and Related Materials Conference.

Walter Kruppa (M’68) received the B.S. degree
in electrical engineering from the University of
Akron, Akron, OH, in 1962 and the M.S. and
Ph.D. degrees in electrical engineering from The
Ohio State University, Columbus, in 1963 and 1969,
respectively.

In 1962, he took a position with Bell Telephone
Laboratories, which awarded him fellowships to
receive the M.S. and Ph.D. degrees. His early work
at Bell Laboratories consisted of developing various
microwave components, including traveling-wave

tubes, parametric amplifiers, GaAs field-effect transistors, and transistor
amplifiers. Later, he designed high-speed integrated circuits for use in coaxial
and fiber-optic transmission systems. In 1982, he joined George Mason
University, Fairfax, VA, as an Associate Professor of electrical engineering,
and concentrated on the development of new programs in electrical and
computer engineering. In 1985, he became a Consulting Senior Research
Engineer, affiliated with SFA, Inc., at the Naval Research Laboratory (NRL),
Washington, DC. He joined the NRL in 1996. His current research interests
are in the areas of InGaAs- and InAs-channel HEMT’s, GaN FET’s, and
nano-electronic devices.

Brian R. Bennett received the Ph.D. degree in
materials science from the Massachusetts Institute
of Technology, Cambridge, in 1992. His dissertation
addresses the molecular beam epitaxial growth and
characterization of strained InGaAs and InAlAs
layers.

Since 1992, he has been at the Naval Research
Laboratory, Washington, DC. His research focuses
on the growth and applications of arsenide and
antimonide semiconductor heterostructures, includ-
ing studies of interfacial control, self-assembled

quantum dots, field-effect transistors, and infrared detectors.
Dr. Bennett is a member of the American Physical Society, the Materials

Research Society, and the Minerals, Metals, and Materials Society.

Doewon Parkreceived the B.S. and M.S. degrees in
electrical engineering from the University of Mary-
land, College Park, in 1983 and 1986, respectively.

He joined the Nanoelectronics Processing Facil-
ity, Naval Research Laboratory, Washington, DC,
in 1985, where he was engaged in the development
of electron beam lithography. Since 1990, he has
been engaged in the research and development of
high-electron mobility transistors and nanostruc-
ture fabrication on various compound semiconduc-
tor materials.

Steven W. Kirchoefer (S’81–M’82) was born in
St. Louis, MO, on October 18, 1955. He received
the B.S., M.S., and Ph.D. degrees, all in electrical
engineering, from the University of Illinois, Urbana-
Champaign, in 1978, 1979, and 1982, respectively.

From 1982 to the present, he has been with the
Naval Research Laboratory, Washington, DC. His
work has involved the use of compound semicon-
ductor technology for high speed device applica-
tions. He has fabricated and demonstrated many
prototype device designs utilizing the properties of

carriers confined to thin heterolayers. Among these are various types of
electron barrier devices, real space transfer effect devices, various specialized
devices for the study of tunneling effects, doping interactions, and optical
interactions in quantum-well structures, and device structures for the study
of microwave interactions in multiple quantum-well heterostructures and
superlattices.

Dr. Kirchoefer is a member of the American Physical Society.

Robert Bass received the B.S. degree in physics
from Drexel Institute of Technology, Philadelphia,
PA, in 1966 and the M.S. and Ph.D. degrees in
physics from Michigan State University, East Lans-
ing, in 1968 and 1972, respectively.

During the next 17 years, he pursued a ca-
reer in the teaching profession, holding positions
at the University of Mississippi, Oxford, Concord
High School, Wilmington, DE, and Prince George’s
Community College (PGCC), Largo, MD. While at
PGCC, he worked part time as a Scientific Applica-

tions Programmer, NASA Goddard Space Flight Center, Greenbelt, MD, and
later at the Naval Research Laboratory (NRL), Washington, DC. In 1989, he
joined the NRL Nanoelectronics Processing Facility as a Research Physicist in
the area of electron beam lithography. He is involved in lithographic research
for a variety of projects at NRL, other government agencies, and universities,
including work funded by DARPA’s Advanced Lithography Program. His
research interests are in the area of nanolithography and proximity corrections.

Harry B. Dietrich (M’95) received the B.S. degree
(cum laude) in physics from Lock Haven College,
Lock Haven, PA, in 1964, and the M.S. and Ph.D
degrees in physics from the University of Delaware,
Newark, in 1969 and 1971, respectively.

From 1971 to 1973, he had a National Research
Council Resident Research Associateship at the
Army Ballistic Research Laboratory’s FN Tandem
facility, Edgewood, MD. During this period, he
was involved with a variety of basic and applied
research efforts exploring the use of the tandem

accelerator in materials research. In 1973, he joined the research staff in the
Electronics Science and Technology Division, Naval Research Laboratory,
Washington, DC. There he worked on a wide range of projects dealing
with electronic materials modification and device fabrication and testing. In
particular, he pioneered the use of ion implantation for III–V microwave
device development. In 1981, he was made head of the Ion Implantation
and Devices Section and in 1992, he became head of the High Frequency
Devices and Materials Section. His research efforts have included MeV
implantation for novel analog microwave devices, III–V MBE for microwave
and millimeter-wave devices, quantum transport for electronic functions,
wide band-gap materials and devices for high-temperature and high-power
microwave devices, III–V MBE material for optical correlators, and a variety
of related topics. He has co-authored more than 85 papers and holds eight
patents. He has been extensively involved in the Navy’s contractual efforts
for electronic device research.

Dr. Dietrich represented the Navy as a member of the tri-service team that
supported DARPA in both the MIMIC and MAFET programs.


